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MAIN TECHNICAL CHARACTERISTICS
- Body material available in Cast iron and PVC.

- Sleeves made out of anti-abrasion natural rubber FIG-1
i i operating 80 C. (PVC)
CONDITION it DNZ50
DNZ00 i
- Service pressure maximum 4 bar 3 bar

- Contraol fluid pressure maximum | 6 bar 4.5 bar
- Differential prassure minimum 2 bar 1.5 bar

PVC Valves (Fig 1)

Dimension | DN 20 DN 25 DN 32 DN 40
A 144 144 170 200 FIG-2
B B0 74 a3 103 (ch
b1 17 22 28 34

= 69 79 89 99
F 32.5 k183 43 48
R BSP (F)%’ | BSP (F)1" [BSP (F11" | BSP (F)1%4)

Weight (kg) 05 0.8 1 2

Cl Valves (Fig 2)
Dimension DN 50 | DN 65 DN 80 [DN100 | DN 125 | DN 150 | DN 200 (DN 250

A 180 180 220 276 345 414 550 BED
] 60 60 75 a5 120 145 | 182 | 22
1 27 28 a0 6 48 52 85 a2

ZE IEBSP

2H 65 | 185 | zoo | 20 250 | 285 | 340 | 405
L 73 | 785 | o0 110 134 160 | 223 | 254

i PN10 PN10 | PN10 | PN1O PN10 PN10 PN10 | PN1O/
Connecting DNS0 DNES | DNB0 | DN100 DN126| DN150 | DW200 | DN250

flan,
ges ol © P 3 & 5 & . 1o
ANSI 300 | ANSI 150| ANSI 150] ANSI 150 | ANSI 150 | ANSI 150 | ANSI 150 | ANS] 150
Weight {Kg) 15 15 17 28 30 A0 L] a0

Note - MOCs for Sleeves like Viton, Neoprene & Food Grade available on reguest
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